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VARIES
1:4 TO 1:3 ARIES
1:4 TO 1:3
EXISTING BITUMINOUS
EXISTING BASE SHOULDER (TYP.)
COURSE WIDENING (TYP) PCC PAVEMENT
EXISTING BITUMINQUS SURFACE
EXISTING SUB-BASE
GRANULAR MATERIAL, TYPE A
EXISTING TYPICAL SECTION
STA. 310+05 - STA. 310+96.3
STA. 316+78.7 - STA. 317+75
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VARIES
1:2 TO 1:3 TOPSOIL, FURNISH
AND PLACE, 4”
VARIES
1:2 TO 1:4
2//»" BITUMINOUS CONCRETE
SURFACE COURSE, SUPERPAVE,
MIX “C%, N50 (112 LBS/SY-IN) EXISTING PCC
5 PAVEMENT
EXISTING BA URSE WIDENING
St €0 DENT EXISTING SUB-BASE INOUS
1/ BITUMINOUS CONCRETE SURFACE GRANULAR MATERIAL, EXISITNG BITUMINOU
COURSE, SUPERPAVE, MIX “D”, NSO (112 LBS/SY-IN) TYPE A SHOULDERS (TYP)
1” AND VAR, LEVELING BINDER (MACHINE EXISTING BITUMINOUS SURFACE PAVEMENT MARKING REVISIONS
METHOD), SUPERPAVE N50 (112 LBS/SY-IN) NAME BATE é;';;'mi Zi?i;ﬁ%;e?T];F;?S:fozggxlg:s
PROPOSED TYPICAL SECTION F.AP. RTE. 17 (IL RTE. 64)
STA. 310405 - STA. 310+496.3 OVER TRIBUTARY TO KILBUCK CREEK
C SECTION (123 WPH) BR -1 & -2
STA. 316+78.7 - STA. 317+715 OGLE COUNTY
REMOVAL ITEMS SIRANL, PROPOSED S.N. 071-0092
ENGINEERS VERT.
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